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WOLF PUP LT HEIGHT EXTENDER 

PARTS INCLUDED FOR   
HEIGHT EXTENDER  
6 - 1/4-20 x 1-3/4” Truss head bolts
2 - 1/4-20 x 1-1/2” Truss head bolts
2 - 1/4-20 x 2-1/2” Truss head bolts
8 - 1/4” Flat washers
8 - 1/4” Wing nuts
24 - Height extender cords
1 - 25” Brake cord
1 - Snap ring pliers set*
6 - Extended treadles *
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PARTS REUSED FROM WPLT 
4 - Barrel nuts
2 - 1/4-20 x 3” Truss head bolts
REQUIRED TOOLS
Phillips screw driver
Drill and 1/4” drill bit (for looms built before 
05/09/16)

For Wolf Pup looms with ship dates before 05/09/2016, you will have to drill a few holes 
in your loom’s legs. See the instruction box on the back page. For all WPLT looms built 
after 05/09/2016, these holes have been pre-drilled at the factory. 

Assembly InstructIons  

    
= Extended treadles are included 

in the kit for adding a height extender.  
If you have ordered your loom 
with the height extender, extended 
treadles will be attached to your loom.

*
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1. Unfold the loom on a flat surface. 
Tighten the black fold knobs so the loom 
is fully extended and locked(figure 1).
2. Match each height extender with the 
appropriate leg.
3. Remove the bolts from each side of 
the outside leg braces. These are the 
bolts closest to the floor on each leg. Set 
aside the 3” bolts and barrel nuts for re-
use. Remove the rear leg brace.
4. With the rear leg brace removed from 
the loom, attach the height extenders by 
inserting the tenon of the brace into the 
mortise of the extender (see: detail A).  
Secure the extenders using the 3” bolts 
inserted through the bottom hole and 
threaded into a barrel nut.
5. Attach one side of the newly assem-
bled height extender to the leg by insert-
ing a 1-3/4” truss head bolt from the inside 
out (the top hole of the extender and the 
2nd hole from the bottom of the leg). 
Secure the bolt with a washer and wing 
nut on the outside of the leg. Repeat this 
process for the other leg and extender.
6. Finish securing the leg to the extend-
ers by inserting a 1-1/2” truss head bolt 
from the inside out (bottom hole of the 
leg, middle hole of the extender).  Secure 
with washers  and wing nuts.
7. At the front, remove the bolts and 
barrel nuts from each side of the treadle 
support and set aside the barrel nuts for 
later use. Remove the brake cord from 
the brake pedal and brake bar. Spread the 
inside legs apart and remove the treadle 
assembly. 

FIGURE 2

8. If you purchased your Wolf Pup as a Height 
Extender loom, skip ahead to step12.  Remove 
the snap ring from the left side of the 
treadle support bar. Using the snap ring 
pliers provided, insert the tip of the pliers 
into the holes on the snap ring.  Squeeze 
the pliers to expand the ring and pull it 
straight off the bar. If necessary, you may 
need to rotate the treadle support bar into 
an easy-to-access position.  Remove the 
first 2 spacer dowels and the first treadle.
9. With a Phillips head screw driver 
unscrew and remove the treadle block.  
Remove the treadle. Repeat this process 
until you have only one spacer, the brake 
pedal, and a snap ring remaining on the 
treadle support bar.
10. Install the height extender treadles on 
to the treadle support bar in the following 
sequence: treadle, treadle block, treadle, 
dowel, treadle, treadle block, treadle, 
dowel, treadle, treadle block, treadle, 2 
spacer dowels, and the snap ring (posi-
tioned approximately 7/8” from the end of 
the treadle support).
11. Attach the height extenders to the 
treadle assembly by inserting the metal 
pins into the appropriate holes (see: detail 
B). Insert the saved barrel nuts into the 
treadle support and thread the 2-1/2” truss 
head bolts into them from the outside. 
Tighten and secure the treadle support.
12. Attach the extender to the legs by 
inserting a 1-3/4” truss head bolt through 
the top holes from the inside of the leg 
and secure with a washer and wing nut.  
Repeat for the middle holes using 1-1/2” 
truss head bolts. Attach the new 25” brake 
cord to the brake pedal and brake bar. 
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Drilling holes on older looms

This step is for Wolf Pup LT looms shipped prior to 05/09/2016 that do not have factory 
drilled holes in the rear legs for the height extender. 

1. Place outside height extenders with the appropriate loom leg. 

2. Attach the height extenders to the legs using 1-3/4” truss head bolts, washers, and 
wing nuts, matching the middle hole on the height extender with the bottom hole on 
the Wolf Pup leg.

3. Either lay the loom on its side to support the leg, or use a clamp to hold the height 
extender to the loom as a drilling template. Drill the top hole using a 1/4” drill bit, sup-
porting the loom leg with a scrap piece of wood on the opposite side to prevent blow 
out.

4. Use two 1-3/4” truss head bolts, washers, and wing nuts to secure the height 
extender to the Wolf Pup legs through the new holes.

ADDITIONAL WEAVING ACCESSORIES

Wolf Loom Raddle

Wolf TrapWolf High Castle Tray

Wolf Sectional Beam


